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NOTE: Read Before Starting Installation
This low-profile oil pan is designed to work with Doug’s Headers LS Swap components.

NOTE:
 ► Will Not work on Factory OEM Dry Sump Systems.
 ► Will Not work on 7.0L (LS7) or any Stroker Crank over 4.00”.
 ► Designed to work original style OEM type oil filters.
 ► Windage Trays are recommended for Hi-Performance use. The Stock F-Body (Camaro) windage 
tray, or most full-length style will work, but need to be modified.

 ► Oil Pan Cannot be changed with the motor in the car.
 ► This pan requires a LS-3 style dipstick – GM part #12669528 and Tube #12625031.

 DISASSEMBLY
1. Drain the oil from the engine and remove the oil filter.
2. If there is a starter on the motor, remove it.
3. Disconnect the oil level sensor plug, if equipped. The pan will accept the sensor on either side   
 depending on your application.
4. Remove the Right & Left transmission covers and bolts.
5. Remove the bottom two transmission bellhousing bolts.
6. Remove the Oil Pan bolts.
7. Lift the oil pan and rotate it until it clears the oil pump pickup and remove completely.

INSTALLATION
1. Clean the pan rail surface on the block and the New Doug’s Parts before installation.
2. Remove the original gasket. DO NOT reuse the original oil pan gasket, use the supplied   
 DOUG’S gasket.
3. Remove the Oil pump pickup and O-Ring.
4. If your motor did not have a dipstick, check the Oil Dipstick hole in the block to be sure there is
  not a plug in it. It is on the Right side of the motor under cylinder #6.
5. If you are using a windage tray, modify as shown in the illustrations.
6. Once modified to clear the pickup and the shallow end of the pan, install on the motor.
7. Install the New O-Ring on the oil pump pickup tube and lubricate with fresh motor oil.
8. Install the tube into the oil pump, a slight twisting motion will help it slide in.
9. Once it is Flush with the pump, install the two M6 x 16mm flanged socket head bolts supplied   
 with the pan, snug but DO NOT tighten bolts at this time. 
10. Install the pickup tube brace using the original nut, you may need to bend the brace to fit flush.
11. Tight the oil pump bolts to 106 in/lbs. and the nut to 18 ft/lbs.
12. Rotate the crankshaft to ensure it clears the windage tray and pickup.
13. Put a small drop Blue Loctite® on the ¼-20 x ½” hex head cap screws to install the baffle into   
 the oil pan, torque to 8-10 ft/lbs.
14. Unless using an OE style Oil cooler adapter, install the supplied oil passage cover and gasket   
 with the M6 x 30mm bolts and tighten to 106 in/lbs. 

 



15. Remove the oil level sensor from the original pan, if so desired and install in the Doug’s Oil   
 Pan. Using Teflon Thread Sealant tighten the Socket head plug in the unused hole.
16. Place the new gasket on the oil pan and push the bolts through the holes. The gasket will hold   
 the bolts in place.
17. Put a small bead of RTV sealant on the block where the front cover gasket meets the oil pan   
 surface and again where the rear cover meets the oil pan surface.
18. Install the oil pan and LIGHTLY snug the bolts – Do Not Tighten
19. Install the two bellhousing bolts that were removed in disassembly and snug them as well.
20. Tighten the oil pan bolts to 18 ft/lbs. working from the center out alternating front to back, 
 including the ones that go into the front cover. THEN tighten the pan to Rear Cover bolts to   
 106 in/lbs.
21. Now tighten the two bellhousing bolts to 37 ft./lbs.
22. Install the transmission side covers and tighten to 106 in./lbs.
23. Install the drain plug to 18 ft./lbs. and the oil filter nipple to 40 Ft./lbs.
24. With a light film of fresh oil on the seal, install a new oil filter.
25. Fill the engine with oil, this pan will hold 5.6 qts. Plus, a ½ quart for the filter (total 6.1 qts.)

Parts List
1 Doug’s SKOP100 Oil Pan  1 Pick Up Tube
1 Baffle Plate    2 Socket Head Sensor plugs
1 Oil Filter Nipple   1  Pick Up Tube O-Ring
1 Oil Passage Cover   1 Oil Passage Gasket
2 M6 X 30mm for cover  2 M6 Socket Head screws
4 ¼-20 x ½” hex head bolts  1 Drain plug w/gasket
13 M8 x 30mm Oil Pan Bolts  2 M6 x 135mm Oil Pan Bolts 




